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1] e ok > NOTES:
16 mZQo 16 1. ELECTRICAL PROPERTIES:
“w i “w 1.1 100% open and short test.
~ ~ 1.2 Conductor resistance: 5 OHMS
1.3 Insulation resistance: 10 MEGOHMS
1.4 Hipot: DC300V/0.01S
1.5 Audio & Vedio test, Qutput resolution: 1920*1080 P
2. All material be ROHS compliant.
9 tag AM-BQ0395 White background,Black character(DP-1011) 1 Pcs
8 Dust cap OR-0008 DP Dust cap 2 Pcs
7 | ferrite core | OR-0016 ferrite core:14.2%28.5%9.5mm 2 Pes K5 (DWG NO) XY-AO0377 |4 (UNIT:: MM m
6 |pvC PVC-0002 60P White PVC 21.6 . ! ’ - l =
5 | Copper Foil | AM-TBO012 | Copper Foil: W354L55mm*0.06mm 2 Ps il = ra—— . W
4| Masking tape | AM-JZ0006 | Mesking tape:W=30mm 100mm % (PAGE): 11 @ = o)
3 | PE PE-0001 LDPE(RoHs) 4.20g — R
2| Comector | CN-GW0I2__| DP(VM)+PCB gold-plated 2Pcs “iT (DESISN Dean EERRAes | gpameMNo) | DPMto DPM Cable
Cabl ) (7/0.10Tx IP+D+AL+MYLAR)x5P+7/0.10Tx5C+F+ADB16/5/0.12, . 4% (CHECKED) o s a8
S DPO-60-3065 | JACKET PVC WHITE. OD:6.040.20mm_1=960+5/-0mm HPes — R e DP-1011
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