RIV NO.

[REVISION NOTE

‘ DATI APVD

CATEGORY 6 PERFORMANCE CHARACTERISTICS

FINISHED CABLE DATA
FREQUENCY | ATTENUATION | NEXT | PS-NEXT | RL SRL ELFEXT | PS-ELFEXT IMPEDANCE PS ACR ACR CONDUCTORS | WIRE AWG [24AWG PATCH (7/0.203mm)
(MHZ) dB/100m DB DB DB DB DB DB (OHMS) DB/100m DB/100m MATERIAL  |COPPER
MAX. MIN MIN MIN MIN MIN MIN MIN MIN PLATING STRANDED COPPER
MATERIAL | POLYOLEFIN
i 24 74.3 723 200 23 67.8 64.8 100+ 15 70.3 723 INSULATION ek NEss  [0.98mm) £ 0.02mm
4 46 653 633 | 230 | 23 558 528 1002 15 59.5 615 FILLER MATERIAL | POLYOLEFIN
THICKNESS | 5.5mm
10 72 593 573 25.0 23 478 44.8 1004 15 513 53.3 MATERIAL | PVC
JACKET THICKNESS 6.35 + 0.3mm
16 91 56.2 54.3 25.0 23 437 40.7 1004 15 46.6 48.6 COLOR GREY(071)
20 102 54.8 52.8 25.0 23 418 38.8 1004 15 443 463
3125 12.8 51.9 499 23.6 21.1 379 349 1004 15 392 412
62.5 185 474 454 215 18.0 319 289 1004 15 30 32
100 18 443 123 20.1 16.0 278 248 100& 15 225 245
200 348 39.8 378 18 14.0 218 18.8 100+ 15 8.8 10.8 ELECTRICAL:
Mutual Capacitance:5.6nf/100m
250 394 383 363 17.3 13.0 19.8 16.8 100+ 15 35 55 ® p

ELECTRICAL STANDARD ACCORDING TO TIA/EIA 568-B.2-1
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( ) PCnet SupremeNet 250 66604 4PR 24AWG UTP GIGA-PATCH CABLE ETL VERIFIED TIA/EIA 568-B.2-1 CAT.6 250MHZ (ww/yy)
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@ Capacitance Unbalance:330pf/maximum

@ Velocity of Propagation:64%
@ Delay Skew:45ns/100m

<ww/yy> DATE CODE - ww WEEK

vy YEAR
A INSULATION COLORS SHALL BE BLUE, ORANGE, GREEN,
BROWN AND WHITE
COLOR CODE
PAIR COLOR CODE
1 WHT/BLU/BLU
2 WHT/ORG/ORG
3 WHT/GRN/GRN
4  WHT/BRN/BRN
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