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NOTES: 9 % 9 PVC JACKET
1.ELECTRICAL PROPERTIES: Iy I
1.1 100% OPEN AND SHORT TEST 17% 17 DRAIN WIRE
1.2 CONDUCTOR RESISTANCE: 5 OHMS ]g ]g
1.3 INSULATION RESISTANCE: 10 MEGOHMS 52%53 D 6 | ircs | DELTACOTAG
1.4 HI-POT: DC300V/0.01S 2 2 ® | COREMOLD| 2PCS | BLACKPVC
1.5 100% HDTV, BLUE RAY DVD TEST(1080P:UPTO7M); 6 6 ® CORE | 2PCS | OD*ID'L:14.3'9.0"28.5mm
(10801: 10M,15M) 7 ! @ | SCREW | 2PCS | #4-40 UNC, HOOD MOLDED: BLACK PVC
1.6 ALL CABLE PRODUCTION PROCESS ARE CONTROLED O @ | oviroon | zcs | eiackevc
BY ATC TEST DEVICE. SHE1I?L BRAID 1S?-IELL e H Z§;®25¢;E§+§:;§;+28AWG*1P+28AWG*3C
2. ALL MATERIAL BE RoHS COMPLIANT. @ | CABLE | 1PCS | 'ukm  OD73mm BLACK PVC JACKET
NO. [PARTS NAME| Q'TY SPECIFICATION
APPROVED | CHECKED DRAWN CUSTOMER: DESCRIPTION: w)
ITEM NO. VEO11-AK ‘ it
DRAW NO. DVI(18+1)/M-DVI(18+1)/M ;'
UNIT mm . (o)
SCALE NONE )




